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	Enquiry for Diesel

Particulate Filter Retro-Fit

	Name/Company:

	Engine vehicle data

(for enquiry please fill in)


	Contact person+Email+Phone

	Vehicle-Make

Type/chassis No
	
	
	

	Engine type:


	
	
	

	Year of Production:

	
	Miles stand

or hours operation
	

	Silencer part No.

OE or Dinex No.

(Standard version or special edition

i.e. ADR)


	
	
	

	Emission norm NOW:

(i.e. EURO II or III)


	
	Emission norm to
ACHIEVE:

i.e. EURO IV
	

	Engine size in ltr:
	
	
	

	Engine size in KW:


	
	at
	1/min

	Truck Operation

i.e. Long haulage/Stop and Go
	
	
	

	Biodiesel percentage
	yes
	no
	Percentage




Technical requirements for a diesel Particulate Filter retro-fit:

At driving cycles of many Stop and Go situations and/or low exhaust gas temperatures, approval must be obtained from Dinex prior to installation.  The DiNLOG® display indications must be respected at any times.

· Special versions of exhaust systems, i.e. ADR must be approved by Dinex prior to installation.

· Too high engine oil consumption and an insufficiently maintained engine will have an impact on the functionality of the DPF and lead to increased diesel consumption.

· The use of diesel EN 590 is required.  Diesel with high bio contents are subject to approval by Dinex prior to installation.

· Usage of low ash oil is recommended to extend service intervals.

Signature/Date





Company/Stamp

Contact:
Allspares (Auto) Ltd. 19 Sturmi Way, Village Farm Industrial Estate, Pyle, CF33 6BZ.  Tel. 01656 747500

Email. sales@allspares.co.uk
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Quality products from Dinex – Europe’s leading supplier of complete 

Exhausts systems and emission technologies for commercial vehicles.
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going the extra mile
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